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BUTENDIEK 
NORMALLY UNATTENDED INSTALLATION (NUI) 

OWP BUTENDIEK GMBH & CO.KG 

N  55° 01,17’  E  007° 47,98‘ 

BREMEN INFORMATION 

128,525 MHz 

COPENHAGEN INFORMATION 
124,000 MHz 

OPSCENTRE / HLO 
147,310 MHz 

WEATHER INFORMATION (7x) 

131,435 MHz 

LIGHTING 

ON REQUEST BY OPSCENTRE 

HELIDECK HEIGHT 

132 FT MSL 

MTOW 

13 t 

D-VALUE 

23 m 

LANDING NET 

N/A 

HAPI 

U/S UNTIL FURTHER NOTICE 

APPROACH / DEPARTURE 

074° / 254° 
VAR 1,3°E (2015) 

HIGHEST OBSTACLE ON INSTALLATION 

138 FT MSL (WINDSOCK/MAST) 

HIGHEST OBSTACLE IN THE VICINITY 

490 FT MSL (WTG) 

REFUELLING FACILITY 

N/A 

GROUND POWER UNIT 

N/A 

 

 

 



HELIDECK INFORMATION CHART 

© helidecks.de       effective: 03.09.2015       page 2 of 4 

BUTENDIEK 
NORMALLY UNATTENDED INSTALLATION (NUI) 

OWP BUTENDIEK GMBH & CO.KG 

N  55° 01,17’  E  007° 47,98‘ 

BREMEN INFORMATION 

128,525 MHz 

COPENHAGEN INFORMATION 
124,000 MHz 

OPSCENTRE / HLO 
147,310 MHz 

WEATHER INFORMATION (7x) 

131,435 MHz 

LIGHTING 

ON REQUEST BY OPSCENTRE 

HELIDECK HEIGHT 

132 FT MSL 

MTOW 

13 t 

D-VALUE 

23 m 

LANDING NET 

N/A 

HAPI 

U/S UNTIL FURTHER NOTICE 

APPROACH / DEPARTURE 

074° / 254° 
VAR 1,3°E (2015) 

HIGHEST OBSTACLE ON INSTALLATION 

138 FT MSL (WINDSOCK/MAST) 

HIGHEST OBSTACLE IN THE VICINITY 

490 FT MSL (WTG) 

REFUELLING FACILITY 

N/A 

GROUND POWER UNIT 

N/A 

NON COMPLIANCES 

 NIL 

 

LIMITATIONS 

 TEMPORARILY VFR DAY ONLY 

 

REMARKS 

 

 SAFETY PERIMETER NET: 2,00 m 

 BE AWARE OF SURROUNDING WTG IN CLOSE PROXIMITY TO HELIDECK 
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HELIDECK INFORMATION CHART 

© helidecks.de       effective: 03.09.2015       page 4 of 4 

BUTENDIEK 
NORMALLY UNATTENDED INSTALLATION (NUI) 

OWP BUTENDIEK GMBH & CO.KG 

N  55° 01,17’  E  007° 47,98‘ 

BREMEN INFORMATION 

128,525 MHz 

COPENHAGEN INFORMATION 
124,000 MHz 

OPSCENTRE / HLO 
147,310 MHz 

WEATHER INFORMATION (7x) 

131,435 MHz 

LIGHTING 

ON REQUEST BY OPSCENTRE 

HELIDECK HEIGHT 

132 FT MSL 

MTOW 

13 t 

D-VALUE 

23 m 

LANDING NET 

N/A 

HAPI 

U/S UNTIL FURTHER NOTICE 

APPROACH / DEPARTURE 

074° / 254° 
VAR 1,3°E (2015) 

HIGHEST OBSTACLE ON INSTALLATION 

138 FT MSL (WINDSOCK/MAST) 

HIGHEST OBSTACLE IN THE VICINITY 

490 FT MSL (WTG) 

REFUELLING FACILITY 

N/A 

GROUND POWER UNIT 

N/A 
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