
 

The operator of the helideck is fully responsible to ensure that the helideck and the related equipment are fit for purpose and that the helideck crew are suitably equipped and trained for their duties.  
This certificate will cease to be valid if changes to the helideck or the related equipment are being made without prior agreement with windpark heliflight consulting GmbH. 

INSPECTED IN COMPLIANCE WITH AMC1 SPA.HOFO.115 
 
 
 

HELIDECK INSPECTION 

CERTIFICATE  
WINDLIFT 1 

IMO 9516686 

 
The above-mentioned helideck has been inspected according to ICAO Annex 14 Vol. II, ICAO Heliport Manual, CAP437 and, where 

applicable, to other international standards. 
The helideck has been found suitable for helicopter operations subject to below stated limitations, non-compliances and authorization by the 

helicopter operator. For more details see respective Helideck Information Chart. 
 
 

HELIDECK INFORMATION 
D VALUE POSITION  MTOW 

19.50 m VARIABLE 9.3 t 

 

LIMITATIONS 

IN UK WATERS: DAYLIGHT OPERATIONS ONLY 
HELICOPTER OPERATIONS WITH HELIDECK NET INSTALLED ONLY 

 

NON-COMPLIANCES 
TDPM & H NOT FITTED 

180° OBSTACLE-FREE SECTOR INFRINGED BY ACCESS STARBOARD  
210° OBSTACLE-FREE SECTOR INFRINGED BY RADAR MAST AND CRANE REST 

STARBOARD 
 

NEXT DUE 

13.01.2025 

09.01.2024 

 

 
Inspection date Inspected by 

 


